WASHTECH. %

5 years warranty on stainless cabinet (parts only)
2 years warranty on wash pump (parts and labour)
1 year parts and labour warranty

Guaranteed by the

promise

SHWURILWV WR ZLGHEHIMF K HABODFHPHQW XQLW LQ PDQ\

VLWXDWLRQV

PP YHUWLFDO GRRU FOHDUDQFH D ZLGH UDQJH RI ZDVKZDUH

LWK KXJH
PPRURSWLRQDO PPGLVKUDFNYV

FDQEHZDVKHGLQVWDQGDUG

/IRZ ZDWHU FRQVXPSWLRQ RI OHVV WKDQ OLWUHY SHU FA\FOH HQVXUHV KLJKO\
HIILFLHQWRSHUDWLRQ PLQLPLVLQJZDWHU ZDVWH SRZHUDQGFKHPLFDO FRVWYV

(IMRUWOHVY RSHUDWLRQ ZLWK OLJKW ZHOO EDODQFHG GRRU 7ZR PLQXWH F\FOH
DXWR VWDUWVRQGRRUFORVXUH

(DVI\IWRNHHS FOHDQ ZLWK XQFOXWWHUHG LQWHUQDO GHVLJQ HDV\ WLOWUDFN VOLGH
DQGUHPRYDEOHZDVKDQGULQVHDUPHQG SOXJV $QWL GULSGRRUFKDQQHOV
ZDWHU DZD\ IURP ZDVKZDUH PP OHJV SURYLGH JRRG DFFHVV IRU

FOHDQLQJEHQHDWKPDFKLQH

(DVVLQVWDOODWLRQ ZLWK DPS SRZHU UHTXLUHPHQW FRUGVHW ILWWHG DQG

KWK ZDWWRQQHFB®RRQWPP EHQFKIWMFRPPIEQGH
HVSHFLDOO\IRU FRUQHULQVWDOODWLRQ EXW ZLWK PP VSODVKEHDG PP

VXIILFLHQWIRULQ OLQHVLWXDWLRQV
6XSSOLHGZLWKWZRGLVKUDFNV RQHFXSUDFNDQGRQH FXWOHU\FRQWDLQH
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WASHTECH. |\ 1

M1 Compact Passthrough Dishwasher
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WATER SUPPLY
WASTE
POWER SUPPLY
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MACHINE FRONT MUST FACE TO LEFT
OF THE CORNER. ALLOW 300 SPACE
FROM FRONT FOR SERVICE.
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CORNER DETAIL
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BENCH DEPTH
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RETURN
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BENCH GAP
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BENCH OPENING
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SPLASH BEAD
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RACK SIZE
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RACK PATH
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SINK WIDTH
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DISTANCE TO WALL FOR CORNER INSTALLATION

660

Installer must be suitably qualified and ensure
compliance with all local codes and standards
including AS/NZS3500.1. Failure to comply even
partially with installation instructions may void the
warranty. Install machine on sound waterproof
self-draining floor, with adjacent surfaces sealed
against water and/or light steam. Use the adjust-
able feet to level the machine. Allow room for
detergent to one side of machine or in adjacent
cupboard. 20 litre container requires about 450H x
250W x 350D but smaller containers are available
from many suppliers.

Water Supply

Water temperature 65°Cx5°C

Connection 20mm (3/4" BSP) male
Pressure 200-350 kPa=30-50psi
Flow rate minimum 20 litres per minute

Hot water consumption 3 litres per cycle approx
Backflow prevention Dual Check Valve supplied

Pressure limiter may be required. Don't use small
diameter plastic supply lines. FLUSH supply line
before connection. Connect supplied DCV to water
supply. Poor quality supply or excessive water
hardness may affect performance or damage
machine - filtration and/or softening is
recommended. Optional rinse booster pump
available for very low pressure supply.

Waste

40mm gravity drain - refer to point B in the
installation diagram - run waste directly behind the
machine or through hole in base.

Power

Electrical supply required is single phase 240V 15A
50Hz via switched outlet adjacent to machine, which
is supplied with cordset including 15A plug.

Benchwork

Refer to the bench detail drawing - all dimensions in
mm. Recommended bench height 900, depth 650
but with 25 splashbead 600 is sufficient for in-line
installation. Front of machine must face leftin corner
installations - allow 300 clearance from front to sink
or legs for service access. Use sink smaller than
rack with guide to prevent rack falling into sink.

24 HOUR SERVICE
1800622 216

www.moffat.com.au

REPLACEMENT PARTS
1800 337 963



